
 

 

 
 

1. Olympic Fixings Drywall screws, in diameters 3.5, 3.9, 4.2 & 4.8mm. 
 

2. Batch numbers are included on box and outer carton labels to allow batch identification. 
 

3. Olympic Fixings Drywall Screws are intended for use as mechanical fasteners for gypsum plasterboard systems. 
 

4. Manufacturer:   Olympic Fixing Products Ltd, 
Units 1 - 4 Venture Court, 
Metcalf Drive, 
Altham, 
Accrington, 
Lancashire 
BB5 5WH 
Factory No. 1 
 
 

         5. Tested to EN14566:2008 + A1:2009 by: 
 

Kao Yuan University, 
No 1821 Jhongshan Road, 
Lujhu District, 
Kaosuing City, 
Taiwan 
 

Test Report Reference P1608-01-01 dated 01.08.16 
 
 

  



 

 

 
 

6. Declared performance in accordance with EN14566:2008 + A1:2009 
 
 

  Screw diameter 
 Criteria 3.5mm 3.9mm 4.2mm 4.8mm 

Length L+/- 1.5mm Pass Pass Pass Pass 

Withdrawal 
Force 

450N minimum Pass Pass Pass Pass 

Tested in metal section to a depth of 10mm 
Tested in timber to a depth of 20mm perpendicular to grain. 

Bending 
Behaviour 

10° without 
breakage or 
cracking 

Pass Pass Pass Pass 

Drilling 
performance 
through 2mm 
metal to 10mm 
penetration 

4 second 
maximum 

Pass Pass Pass Pass 

Coating 
thickness 

5 µ minimum Pass Pass Pass Pass 

Case hardness 

55 HRC 
minimum depth 
of 0.05mm to EN 
ISO 6508-1 

Pass Pass Pass Pass 

Material  C1022 C1022 C1022 C1022 

Reaction to 
Fire 

 
Class A1 Class A1 Class A1 Class A1 

 
No more than 5pcs from 50 samples shall fail each element of tests. 

 
 
 
 
 



 

 

 
 

7. The performance of the product identified is in conformity with the declared performance.                               
This declaration of performance is issued under the sole responsibility of the manufacturer. 

 
 
 

 
For and behalf of Olympic Fixing Products limited 
 

 
 
Paul Gordon 
Managing Director 


